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all the beanadee: ’pen Battery Compartment and insert Hour penlight | 
batteries i in Case. Install Cds Meter Battery (see page 7. 


lectric eye. Turn the Film Speed Dial to the ASA or DIN i 
1 the Automatic and Manual Control to A (see page 











ra. Remove the cover and thread film as shown b th 
mera. Complete directions a are > found on pages 9 and 10, 








Be sure to remove the lens cap 


j act. S Slide the Manual Zoom Sie forward or eho 
‘described on Je uM and 12. : 
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Functional Parts. 
To Operate Your M44, 


~ Weres All You Do... 
__ Installing Batteries .. z — 
_ Setting the Electric Eye . 
_ Choosing Your Film... 
Leading Your Camera S 
Viewing and Zooming ... 
ae: the Picture Lo 


Using Manual Lens penne. AT 
Taking Movies ‘Up Close . ..18 
i 
_ Care and —— S 
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Installing Batteries 


Your M44 uses four 1.5-volt penlight bat- 
teries. Several types of batteries can be 
used. See sheet in battery compartment. 

To install batteries, open Battery Compart- 
ment by sliding latch to right. Lift out 
Battery Case as shown. Open case by grasp- 
ing ends and pressing in center. Insert 
batteries following diagram on case. Close 
and replace in compartment. 


By pressing Battery Test Button, the Bat- 
tery Life Indicator shows condition of 
batteries. When needle drops into red area 
batteries need replacement. 
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Your M44 is designed to use films with speeds from ASA 
10 to ASA 250 (DIN 11 to DIN 25). The speed (exposure 
index) of your film will be found on the film’s instruction 
sheet. To set the electric eye, just turn the knurled ring 
on the electric-eye barrel and set the proper speed oppo- 
site the index mark. The ASA film speeds on the electric 
eye (some of them are represented by marks) are 10-12-16- 
20-25-32-40-50-64-80-100-125-160-200-250. Turn the Auto- 





Your M44 uses standard double 8mm roll film available 
from your photo dealer. Very probably you will want to 
start out using color film in your camera. Color films in 
8mm size are available in Daylight-type and Type A (in- 
door). Use a Daylight-type film for outdoor movies and a 
Type A film for movies indoors using movie lights or 
photoflood lamps for rete 


matic and Manual Control to 
A (Automatic) for electric-eye 
movies. Turn the Control to 0 
(Off) when you are not using 
the camera. 


Type A film can also be used 
outdoors with the built-in 
Type A Conversion Filter in — 
place. Just turn the Type A 

Filter Dial tothe “IN” position. _ 
& 
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The Argus Multiscope Zoom Lens on your M44 
camera allows a single lens to do the work of 
several lenses. You can take movies from 
wide angle to telephoto without taking a step. 
The lens and viewfinder zoom together, so you 
always know what you are filming. 


Using your thumb and forefinger, slide the 
Manual Zoom Sleeve forward or back until 
the view you wish to take appears in the view- 
finder. The illustrations show the approximate 
coverage at each lens position. 


To zoom the lens, start the film in motion by 
pressing either the Trigger or Continuous-run 
Release. Then press either end of the Power 
Zoom Control—front for wide angle and rear 
for telephoto. Power zooming can be done 
only when either release is depressed and the 
film is in motion. 


—_—— 





When making movies of a particular scene, 
you may want first to use the wide angle 
position to get an overall “location” shot, 
then power zoom in for a normal view, and, 
finally, a real “close-in” telephoto look. 
By using a preset pattern of scenes, you 
will add both interest and variety to your 
movies. Use the normal lens position for 
most average movies. 
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Always center your subject in the view- 
finder when using the zoom feature. Try to 
avoid excessive zooming whenever possible 
since this sometimes can be distracting 
when the film is projected. When taking 
movies at the telephoto position, hold the 
Camera very steady since any movement 
at this setting is more noticeable than at 
the normal or wide angle setting. 
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Movies Up Close 


Your camera’s lens stays in focus throughout 
the zoom range. The chart shows the mini- 
mum distance you can take movies for normal, 
telephoto and wide angle positions at each 
lens opening. Movies taken at shorter dis- 
tances may not be clear. 


When taking movies at distances under 5 feet, 
allow a little more room at the top of your 
picture as you look through the viewfinder to 
account for parallax. 


Normal 


(12V%2mm) 


Wide Angle | 
(10mm) 


Telephoto 
(27mm) 






































For information on the operation of 
your camera, servicing or replace- 
ment parts, see your Argus dealer 
or authorized service location (see 
back cover), or write to: 


CUSTOMER SERVICE DEPARTMENT 
ARGUS, INCORPORATED 

2080 LUNT AVENUE, ELK GROVE 
VILLAGE, ILLINOIS 60007 i 


When writing, be sure to mention 
you have the Argus M44 Power Zoom 
Movie Camera, and list the serial 
number found on bottom of camera. 


Battery Life 








Average 

Type Life" 
Standard Carbon Zinc......5 rolls 
Heavy Duty Carbon Zinc...8 rolls 
Alkaline .................25 rolls 
Mercury .................36 rolls 


*with fresh batteries 









Specifications 


Lens: Argus Multiscope, f/1.9, 10mm-27mm variable 
focal length, coated, color-corrected anastigmat. 
Shutter: Governor-controlled rotary shutter Operates at 
16 frames per second (standard) and 32 frames per 
second (slow motion). Shutter speed is 1/40 second at 
16 fps and single frame, and 1/80 second at 32 fps. 
Lens Openings: Automatically set by the electric eye 
or set manually. Openings from f/1.9 to f/16, Opening 
being set automatically or manually appears in the 
viewfinder. 

Electric Eye: Sensitive cadmium sulfide (CdS) type ex- 
posure control sets the lens opening according to the 
light. System powered by a 2.6-volt mercury battery. 
Motor: Permanent magnet, 6-volt DC-type, powered by 
four 1.5-volt pen light-type batteries. 

Film Speed Settings: from ASA 10 through ASA 250. 


Construction: Die-cast metal throughout. Dimensions 
(camera alone): 542” x 7” x 214”, Weight 47 oz. 
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Cut off this card and keep it in wallet for future reference. 





1. Check the batteries, replace if necessary. 


2. Load the camera and run the film until indicator shows “0”. 


3. Set the ASA film speed on the electric-eye barrel. 


4. Preview the picture using the manual zoom sleeve. 





5. Hold the camera steady and press the release. 


y once, 


Remember, when film has been through camera onl 


When 


it is just half-exposed. Turn spool over and reload. 


completely exposed, film will be back on its original spool. 





Showmaster 462 with full 


Argus M44 Zoom Movie Camera 
Owner’s Identification Card 
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Argus unconditional guarantee 


Your Argus M44 Zoom Movie Camera is unconditionally guaranteed by the manufacturer 
to operate properly for a period of one year from the date of original purchase. if, during 
this period, your camera fails to operate for any reason, Argus, Incorporated, will restore 
it to operating condition at no charge to you. (This includes all parts and labor.) 


This unconditional guarantee applies to the product itself. We regret that we are unable 
to assume liability for loss of film or for other expense or inconvenience. 


This unconditional guarantee is valid only for the original retail purchaser and only if 
the product is returned prepaid, directly or through an Argus dealer, to the Customer 
Service Department, Argus, Incorporated, 2080 Lunt Ave., Elk Grove Village, Illinois 60007, 
or their authorized service location listed below. The date and place of original purchase 
must be included, along with a description of the difficulties encountered. 


Many apparent product difficulties are actually a matter of incorrect usage. It is always : 
wise to see your Argus dealer before returning the product for servicing. - : 


CUSTOMER SERVICE DEPARTMENT, ARGUS, INCORPORATED a a 
MAIN OFFICE 2080 Lunt Avenue, Elk Grove Village, Illinois 60007 


ote 106 West 32nd Street, New York, New York 10001 


4959 Colorado Bivd., Denver, Colorado 80216 

WESTERN 3410 South LaCienega Blvd., Los Angeles, California 90016 , 
STATES AREA 215 Littlefield Avenue, South San Francisco, California 94080 i 
1021 East Pine Street, Seattle, Washington 98122 7 


IN CANADA Davis Drive East, Newmarket, Ontario 








